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LOWER GEAR CASE HUB

MODELS 9960 — CP690

Q

0
Version 1.7 RM KING
COMPANY
ID | Part Number | Description Model MFG ID | Part Number | Description Model MFG
1 | H26893 Locknut 9960-9965 | RMK 27 | AN193401 Spur Gear 9960-9965 | RMK
2 | N275038 Locknut 9970-CP690 | RMK 28 | AN272972 | Spur Gear 9970-CP690 | RMK
3 | N196929 Ring Gear 9960-9965 | RMK 29 | AN274314 | Slip Clutch 9960-CP690 | RMK
4 | CE17347 Ring Gear 9970-9976 | RMK 30 | N272841 Snap Ring 9960-CP690 | RMK
5 | CE18601 Ring Gear 9986-CP690 | RMK 31 | N193627 Washer 9960-CP690 | RMK
6 | JD8194 Bearing Cone 9960-9965 | RMK 32 | N272730 Hub 9960-CP690 | RMK
7 | JD8230 Bearing Cup 9960-9965 | RMK 33 | 400R Steel Ball 9960-CP690 | RMK
8 | JD7424 Bearing Cup 9970-9976 | RMK 34 | R42042 Washer 9960-7760 | OEM
9 | JD8100 Bearing Cone 9970-9976 | RMK 35 | A25081 Shim 9960-CP690 | OEM
10 | AL39722 Bearing 9986-CP690 | RMK 36 | A5743R Washer 9960-CP690 | OEM
11 | N85255 Shim 0.010" 9960-CP690 | OEM 37 | N196960 Spring 9960-CP690 | OEM
12 | N85254 Shim 0.005" 9960-CP690 | OEM 38 | N199144 Washer 9960-9965 | OEM
13 | N85253 Shim 0.002" 9960-CP690 | OEM 39 | CE17586 Washer 9970-CP690 | OEM
14 | CE18096 Bushing 9970-9976 | OEM 40 | N33203 Nut 9960-9965 | RMK
15 | CE18598 Bushing 9986-CP690 | OEM 41 | A31870 Nut 9970-CP690 | OEM
16 | JD8902 Bearing Cone 9960-9965 | RMK 42 | N112852 Shim 0.01" 9960-9965 | OEM
17 | JD8237 Bearing Cup 9960-9965 | RMK 43 | N112853 Shim 0.005" 9960-9965 | OEM
18 | AE46875 Bearing 9970-CP690 | RMK 44 | N112854 Shim 0.002" 9960-9965 | OEM
19 | N199143 Drive Shaft 9960-9965 | RMK 45 | E55758 O-ring 9960-9965 | RMK
20 | CE18095 Drive Shaft 9970-9976 | RMK 46 | 19H1978 Bolt-7/16 x 1 1/2 | 9960-9965 | RMK
21 | CE18597 Drive Shaft 9986-CP690 | RMK 47 | 12H293 Lock Washer - 7/16 | 9960-9965 | RMK
22 | AN273886 | Seal 9960-CP690 | RMK 48 | N193124 Housing 9960-9965 | RMK
23 | T13969 Thrust Washer 9960-CP690 | OEM 49 | 12H304 Lock Washer 9960-9965 | RMK
24 | L1713C Bushing 9960-CP690 | RMK 50 | 19H3483 Bolt - 3/8 x 1 1/8 9960-9965 | RMK
25 | T75467 O-ring 9960-CP690 | RMK
26 | AN272972S | Seal (RMK Gear) | 9970-CP690 | RMK
NOTES:
1. H26893 REPLACES M83539.
16. JD8902 REPLACES LM501349.
17. JD8237 REPLACES LM501310.
22. AN273886 REPLACES AB4462R.
26. AN272972S REPLACES T75467 WHEN USED WITH RMK GEAR AN272972.
28. THE STANDARD GEAR IS PRONE TO LEAKING OIL WHEN THE O-RING WEARS. THE RMK GEAR USES A SEAL
AN272972S TO HELP PREVENT THIS. USE WITH SEAL AN272972S INSTEAD OF T75467.

40. N33203 REPLACES K40016.

PARTS FOR MODEL YEARS 9900-9955 NOT SHOWN, PLEASE CALL FOR AVAILABILITY.
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