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PICKER BAR DRIVE SHAFT

MODELS 9960 — CP690

RM KING

Version 1.7
COMPANY
ID | Part Number | Description Model MFG
1 | N118289 Top Gear 9960-CP690 | RMK
2 | 34H235 Roll Pin 3/32" 9960-CP690 | RMK
3 | 34H60 Roll Pin 5/32" 9960-CP690 | RMK
4 | 34H45 Roll Pin 1/8" 9960-9976 | RMK
5 | T23694 Snap Ring 9900-CP690 | RMK
6 | N190988 Thrust Washer 9960-9965 | OEM
7 | N278781 Thrust Washer 9970-CP690 | RMK
8 | N195329 Shim 9960-CP690 | RMK
9 | N194873 Thrust Carrier Sleeve 9960-9965 | RMK
10 | N278782 Thrust Carrier Sleeve 9970-CP690 | RMK
11 | N275212 Spindle Drive Shaft 9960-9976 | RMK
12 | N278037 Spindle Drive Shaft 9960-9970 | RMK
13 | N371720 Spindle Drive Shaft Pro-12 | 9986-CP690 | RMK
14 | N371572 Spindle Drive Shaft Pro-16 | 9986-CP690 | RMK
15 | L2456N Spindle Drive Gear 9960-9976 | RMK
16 | N371626 Spindle Drive Gear 9986-CP690 | RMK
17 | JD8804P Bearing - Plain 9960-CP690 | RMK
18 | JD8804G Bearing - Grease 9960-CP690 | RMK
19 | AN193313 | Shaft Complete 9960-9965 | RMK
20 | AN276743 | Shaft Complete Pro-12 9970-CP690 | RMK
21 | AN276737 | Shaft Complete Pro-16 9970-CP690 | RMK

34H60 REPLACES 34H266.

N278037 REPLACES N196825.

L2456N IS FUNCTIONALLY IDENTICAL TO ORIGINAL EQUIPMENT AND CAN BE USED AS EITHER A PLAIN GEAR
OR A BEARING GEAR. L2456N REPLACES L2437N.

JD8804G REPLACES OEM ALLOWING BETTER GREASE CIRCULATION AND EXTENDING THE LIFE OF BAR
PARTS.

AN276743 REPLACES AN274527.

AN276737 REPLACES AN273436.

PARTS FOR MODEL YEARS 9900-9950 NOT SHOWN, PLEASE CALL FOR AVAILABILITY.

EMAIL: INFO@RMKING.COM
TEL: 559.266.0258
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